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Revisions to Permit Attachment 8 
Hanford Well Maintenance and Inspection Plan 

(Changes to correct references and delete unused reference and bibliography infonnation) 

• In the section paragraph of Section 2.0 REQUIREMENTS: 

The provisions of the dangerous waste section of the Resource Conservation and Recovery Act of 1976 
Penn it for the Treatment, Storage, and Disposal of Dangerous Waste at the Hanford Site Penn it are 
controlled by the "State of Washington Hazardous Waste Management Act of 1976" (RCW 70.105). 
Part 11.F.2.a ofBeology 1994 (WA 7890008967) states that " ... the Pennittees shall inspect the integrity 
of active resource protection wells as defined by WAC 173-160-030 subject to this Penn it at least once 
every five (5) years." Wells subject to the RCRA Pennit requirements are defined as wells actively 
monitoring treatment, storage, and disposal (TSO) unit closures (in Part V of the Pennit); TSD 
operating units (in Part III of the Pennit); and TSD units undergoing postclosure/modified closure 
(Part VI of the Pennit). 

• In Section 6.0 REFERENCES 

WA 7890008967, 2007, Hanford Facility Resource Conservation and Recovery Act Permit, Dangerous 
Waste Portion, Revision 8C,for the Treatment, Storage, and Disposal of Dangerous Waste, as 
amended, Washington State Department of Ecology, Richland, Washington Resource Conservation and 
Recovery Act of 1976, 42 U.S.C. 6901, et seq. 

RtW 18.HH, "Well Coastraetioa" R:e,yised Code ofWashiagtoa, as alfteaded. 

RCW 70.105, "State of Washington Hazardous Waste Management Act of 1976, "Revised Code of 
Washington, as amended. 

WAC 173-160, "Minimum Standards for Construction and Maintenance of Wells," Washington 
Administrative Code, as amended. 

WAC 173 162, "R:egulatioas aad Lieeasiag of Well Coatraetors aad Operators," Vlashiagtoa 
Adffliais*F&tin Code, as 8Jfleaded. 

'.lh\CH 173 303 645, "Releases froffl reg1:1lated uaits," Washiegtoa Adffliaistrati·re Code, as ameaded. 

• Delete the entire of Section 7.0 BIBLIOGRAPHY 
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Operating Unit Group 3 Permit Conditions, LERF/ETF 

(Changes to correct typo in 111.3.R. l, add text to ill.3.R.3.c, and add "e.g." to 111.3.R.3.c.2.a) 

111.3.Q.9 The Pennittees will close any LERF basin removed from service in accordance with the 
requirements of Pennit Condition IIl.3.Q.7 or a basin that cannot be repaired or that the 
Pennittees will not to return to service. (WAC 173-303-650(5)( e )] 

11.3.Q.10 The Pennittees will comply with the requirements of Addendum C, Section C.5.10 with respect 
to management of ignitable or reactive wastes in the LERF basins. (WAC 173-303-650(7)] 

111.3.Q.l l The Pennittees can place incompatible wastes and materials in the same LERF basin only ifin 
compliance with the requirements of WAC l 73-303-395(1)(b), (c). [WAC 173-303-650(8)] 

111.3.Q.12 The Pennittees will use the action leakage rate in Addendum C, Section C.5.8, for operation of 
LERF basins, and comply with the requirements of WAC l 73-303-650(10)(b). (WAC 173-303-
650(10)] 

111.3 .Q.13 The Pennittees will comply with the requirements of WAC 173-303-650( 11 ), incorporated by 
reference. 

111.3.Q. l 4 The Pennittees will comply with the requirements of 40 CFR 264, Subpart CC, incorporated by 
reference by WAC 173-303-692. 

111.3.R GROUNDWATER 

IIl.3.R.1 The Pennittees will comply with the requirements of Addendum D, Groundwater Monitoring 
Plan. (WAC 173-303-6451] 

111.3.R.2 All wells constructed pursuant to this Pennit will be constructed in compliance with Chapter 
173-160 WAC incorporated by reference through WAC 173-303-645 <S}<c}. 

111.3.R.3 Update the Groundwater Monitoring Network 

111.3.R.3.a The Pennittees will install an additional downgradient monitoring well E-26-15 as identified in 
Addendum D, Groundwater Monitoring Plan by December, 2016. 

111.3.R.3.b Within 60-days of the well installation, the Pennittees will submit a Class 2 Penn it modification 
(WAC 173-303-830 Appendix I, C. l .a] to update Addendum D and include the additional 
monitoring well into the groundwater monitoring network. 

III.3.R.3.c Concurrently with the pennit modification request, the Pennittees will submit a revised "Liquid 
Effluent Retention Facility Characterization Report" for the additional monitoring well that 
includes: 
1) Well construction in accordance with WAC 173-303-645(8}(c}. 
2) Well screen placement in the upper aquifer in accordance with WAC J 73-303-645((8}<a} 
3) Hydrogeo)ogic conditions, stratigraphy and hydraulic conductivity, derived from geologist 

observations of borehole archive samples, down hole gamma Jogging, and aquifer slug tests in 
accordance with WAC I 73-303-645(8)<a)O}<A}m 
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Operating Unit Group 3 Permit Conditions, LERF/ETF 

(Changes to correct typo in 11 1.3.R.l, add text to 111.3.R.3.c, and add "e.g." to 111.3.R.3.c.2.a) 

4) Drilling and sampling details in accordance with WAC 173-303-645<8)(d) 
5) Borehole corrections <e.g., precision surveys, gyroscopic corrections, and barometric response 

corrections) to ensure adequate hydraulic understanding considering the very small gradient in 
ac~with WAC 1 U:103-645(8)(() 

6) Geochemical comparison of the water quality with other existing wells to ensure anticipated 
representative conditions in accordance with WAC 173-303-645(8)(a)(jj) 

7) Document surface location as required by WAC 173-303-645(6). 

III.3.R.3.c.1 Groundwater sample results from the new well (E-26-15) and the existing wells for all 
constituents in the Addendum D, Groundwater Monitoring Plan for the Liquid Effluent 
Retention Facility, 

111.3.R.3.c.2 Results of evaluating final well development data and drilling logs, 

III.3.R.3.c.2.a A well use designation ~ upgradient or downgradient). 
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